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Pipeline and Hazardous Materials Safety Admin., DOT § 173.337 

§ 173.334 Organic phosphates mixed 
with compressed gas. 

Hexaethyl tetraphosphate, parathion, 
tetraethyl dithio pyrophosphate, tetra-
ethyl pyrophosphate, or other Division 
6.1 organic phosphates (including a 
compound or mixture), may be mixed 
with a non-flammable compressed gas. 
This mixture may not contain more 
than 20 percent by weight of organic 
phosphate and must be packaged in 
DOT 3A240, 3AA240, 3B240, 4B240, 
4BA240, 4BW240 or UN cylinders meet-
ing all of the following requirements: 

(a) Each cylinder may be filled with 
not more than 5 kg (11.0 lb) of the mix-
ture, to a maximum filling density of 
not more than 80 percent of the water 
capacity. 

(b) No cylinder may be equipped with 
an education tube or a fusible plug. 

(c) No cylinder may be equipped with 
any valve unless the valve is a type ap-
proved by the Associate Administrator. 

(d) Cylinders must be overpacked in a 
box, crate, or other strong outer pack-
aging conforming to the requirements 
of § 173.25 and arranged to protect each 
valve or other closing device from dam-
age. Except as provided in paragraph 
(e) of this section, no more than four 
cylinders may be packed in a strong 
outer packaging. Each strong outer 
packaging with its closing device pro-
tection must be sufficiently strong to 
protect all parts of each cylinder from 
deformation or leakage if the com-
pleted package is dropped 1.8 m (6 feet) 
onto a non-yielding surface, such as 
concrete or steel, impacting at the 
packaging’s weakest point. 

(e) Cylinders may be packed in strong 
wooden boxes with valves or other clos-
ing devices protected from damage, 
with not more than twelve cylinders in 
one outside wooden box. An outer fiber-
board box may be used when not more 
than four such cylinders are to be 
shipped in one packaging. Valves must 
be adequately protected. Box and valve 
protection must be of sufficient 
strength to protect all parts of inner 
packagings and valves from deforma-
tion or breakage resulting from a drop 
of at least 1.8 m (6 feet) onto a non- 

yielding surface, such as concrete or 
steel, impacting at the weakest point. 

[67 FR 51651, Aug. 8, 2002, as amended at 71 
FR 54395, Sept. 14, 2006; 75 FR 5395, Feb. 2, 
2010] 

EDITORIAL NOTE: At 67 FR 61014, Sept. 27, 
2002, § 173.334(f) was amended, however, para-
graph (f) does not exist in this section. 

§ 173.335 [Reserved] 

§ 173.336 Nitrogen dioxide, liquefied, 
or dinitrogen tetroxide, liquefied. 

(a) Nitrogen dioxide, liquefied, or 
dinitrogen tetroxide, liquefied, must be 
packaged in specification or UN cyl-
inders as prescribed in § 173.192, except 
valves are not authorized. UN tubes 
and MEGCs are not authorized for use. 
Cylinders must be equipped with a 
stainless steel valve and valve seat 
that will not deteriorate in contact 
with nitrogen dioxide. Each valve open-
ing must be closed by a solid metal 
plug with tapered thread properly luted 
to prevent leakage. Transportation in 
DOT 3AL cylinders is authorized only 
by highway and rail. 

(b) Each UN pressure receptacle must 
be cleaned in accordance with the re-
quirements of ISO 11621 (IBR, see § 171.7 
of this subchapter). Each DOT speci-
fication cylinder must be cleaned ac-
cording to the requirements of GSA 
Federal Specification RR–C–901D, para-
graphs 3.3.1 and 3.3.2 (IBR, see § 171.7 of 
this subchapter). Cleaning agents 
equivalent to those specified in RR–C– 
901D may be used; however, any clean-
ing agent must not be capable of react-
ing with oxygen. One cylinder selected 
at random from a group of 200 or fewer 
and cleaned at the same time must be 
tested for oil contamination in accord-
ance with Specification RR–C–901D, 
paragraph 4.3.2 (IBR, see § 171.7 of this 
subchapter) and meet the standard of 
cleanliness specified therein. 

[71 FR 33885, June 12, 2006] 

§ 173.337 Nitric oxide. 
(a) Nitric oxide must be packaged in 

cylinders conforming to the require-
ments of § 173.40 and as follows: 

(1) DOT specification cylinder. In a 
DOT 3A1800, 3AA1800, 3E1800, or 
3AL1800 cylinder. A DOT specification 
cylinder must be charged to a pressure 
of not more than 5,170 kPa (750 psi) at 

VerDate Mar<15>2010 15:30 Dec 30, 2010 Jkt 220213 PO 00000 Frm 00651 Fmt 8010 Sfmt 8010 Q:\49\X49\220213.XXX ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-25T14:36:47-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




